
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

 

 

 

  

 

 

 

 

 

 

 

  



     ¢·wLLÅ ÿ ĈLL³v¾Õ ½¹ ĂLLz¾¬£ wLLă ówLLÅ wLLz ûwLLúĊ£½j ìĊõÿ½ºLLĊă ¿wLLÅÿ¾Ċý ¢í¾LLÉ

    ¡ºLLLù ½¹ ¢LLLÅv Ă¤LLLÆývĀ£I¡w¬ý ÿ Ĉ¤ÞþLLLÍ ìĊõÿ½ºLLLĊă ĈLLLÎÎ¸£ ¡vÀLLLĊĄ¬£

           èLĊé¹ ¢·wþLÉ ÿ ¾ú¤LÆù ć½ÿjĀLý IwLĊý¹ ¿ÿ½ ĈLþå ÈLýv¹ ¿v ć¾LĊñ ā¾LĄz wLz Ĉăw£Āí

 ¿v) ¹½ÿj ¢Å¹ Ăz ā¿Ā³ üĉv ½¹ ¾{¤Þù Ĉăwòĉw« I ÜĉwþÍ ¿wĊý 

        ÿ ĈĉwLLþz ¾LLĉ¿ ÜĉwþLLÍ üĉ¾LL£ ć¹¾z½wLLí ÿÀLL« ¢í¾LLÉ üLLĉv ćºLLĊõĀ£ ¡đĀLLÎ´ù

 ) ºÉwz Ĉù # Èĉđw~ ÿ ĈúĊÉÿ¾¤~ ÿ ¿wñ ÿ ¢æý $ ćÁ¾ýv 

  ÜĉwþLLÍ ½¹ ā¹wæ¤LLÅv ¹½ĀLLù ć¹¾z½wLLí Ĉ¤ÞþLLÍ ćwLLă½vÀzv ºLLĊõĀ£ ĈĉwLLývĀ£ ¢í¾LLÉ üLLĉv

 LL~ ãwLLÖÞýv Ĉ£½ºLLé wLLz ûĀñwLLýĀñ  wLL£ ¾¨ívºLL³ ó¾LL¤þí ôLLzwé ÿ ¾ĉ¼.+++  v½v¹ v½ ½wLLz

) ºÉwz Ĉù 

     ć¿wLLÅ ā¹wLLĊ~ ÿ Ĉ¤ÞþLLÍ ìĊõÿ½ºLLĊă ćwLLă½vÀzv ć¿wLLÅ ĈùĀLLz ¢í¾LLÉ üLLĉv ãºLLă

         ćwLLăđwí ĂLLz ¿wLLĊý wLL£ ºLLÉwz ĈLLù äLLö¤¸ù ÜĉwþLLÍ ½¹ ìĊ£wú¤LLÆĊÅ ćwLLă½wîăv½

     ûwLLúĊ£½j ćwLLă½vÀzv ) ¹¿wLLÅ ã¾LLÕ¾z ÜĉwþLLÍ äLLö¤¸ù ćwLLă ÈLL¸z ½¹ v½ Ĉ«½wLL·

 ¾~v ĂLLz v½ ûvĀLL£ üLLĉv     ÿ ć¹¾z½wLLí øĊLLÚÝ ĈîĊõÿ½ºLLĊă ćwLLăÿ¾Ċý wLL£ ºLLă¹ ĈLLù ½ĀLL£v

   ) ¹¾Ċñ ½wîz Ôĉv¾É üĉ¾£ºÝwÆùwý ½¹ Ĉ¤³ üúĉv ¡½ĀÍ Ăz v½ āºÉ ó¾¤þí 
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Hydraulic nut cutters  page 2-3 
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Bolt Tensioner  page 4 
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Hydraulic Vertical Wedge page 7 
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 HDT/HEXAGON Hydraulic 

 Torque Wrenches page 17-24 

Electric  Pumps page 25 

     

               

 

 

Hydraulic foundry Wedge page 26 

Hydraulic Jacks page 27-36 

System Components page 37-41 



¶ Single acting, spring return cylinder 

¶ Unique angled head design 

¶ Compact and ergonomic design, easy to use 

¶ Applications include service trucks, piping industry, 

petrochemical,steel construction,mining,etc 

¶ Max working pressure 700 bar 

¶ Maximum allowable hardness to split is HRC-40 

¶ Not to be used on square nuts. 

¶ A CR-400 Coupler is standard. 

                      Tool and pump sets 

  Hydraulic Nut cutter are availabes as sets 

 (pump,tool,gauge.gauge adaptor,couplers,hoses) 

  For your ordering convenience. 

  

 

  

 

 

  

 

  

  

   

   

    

  

  

 

  

  

   

 

 

 

  

 

  

 

  

 

 

  

 

Nut 

Cutter 

Model 

Bolt 

Range 

(mm) 

Hexagon 

Nut 

Range 

Capacity 

(ton) 

Oil 

Capacity 

(cm3) 

Weight 

(kg) 

Dimension (mm) 
Hand 

Pump 

model 

Replacement 

Blade 

Number A B C D F H J 

NC 1319 M8-M12 13-19 5 15 1.2 40 170 7 19 28 48 21 P392 NC.B 1319 

NC 1924 M12-M16 19-24 10 20 2.0 54 191 10 26 40 62 25 P392 NC.B 1924 

NC 2432 M16-M22 24-32 15 60 3.0 64 222 13 29 51 72 33 P392 NC.B 2432 

NC 3241 M22-M27 32-41 20 80 4.4 75 244 17 36 66 88 43 P392 NC.B 3241 

NC 4150 M27-M33 41-50 35 155 8.2 94 288 21 45 74 105 54 P392 NC.B 4150 

NC 5060 M33-M39 50-60 50 240 11.8 106 318 23 54 90 128 60 P392 NC.B 5060 

NC 6075 M39-M48 60-75 90 492 34.1 156 393 26 72 110 181 80 P392 NC.B 6075 

Single Acting Hydraulic Nut Cutter- NC ĈîĊõÿ½ºĊă ¾z ā¾Ąù 
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NC series NUT CUTTER BOX  



¶ Bolt Range from M45-M90 

 

¶ Hexagon Nut Range 70-130 mm 

 

¶ Maximum Operating Pressure 700 bar 

 

 

 

¶ Bolt Range from M48-M95 

 

¶ Hexagon Nut Range 75-136 mm 

 

¶ Maximum Operating Pressure 700 bar 

 

 

 

 

 

  

 

 

 

  

 

  

     

Nut 

Splitter 

Model 

Blade 

Part 

Number 

Capacity 

(ton) 

Oil 

Capacity 

(cm3) 

Hexagon 

Nut 

Range 

(mm) 

Bolt 

Range 

 (mm) 

Dimension (mm) 
Weight 

(kg) 
A B D E F N T 

DNS 4041 DNS.B 404 105 550 70-80 M45-M52 132 308 190 7 189 28 81 42 

DNS 4042 DNS.B 404 105 550 70-85 M45-M56 145 323 190 15 200 30 81 43 

DNS 4043 DNS.B 404 120 550 70-95 M45-M64 160 331 190 11 200 32 81 44 

DNS 4044 DNS.B 404 120 550 70-100 M45-M70 174 342 190 11 204 35 81 44 

DNS 5061 DNS.B 506 140 1100 110-115 M76-M80 189 365 235 4.5 230 36 111 70 

DNS 5062 DNS.B 506 180 1100 110-130 M76-M90 219 393 235 3 246 36 111 82 

 

 

 

 

   

 

  

 

 

 

 

 

 

 

 

 

 

Nut Splitter 

Model 

Blade 

Part 

Number 

Capacity 

(ton) 

Oil 

Capacity 

(cm3) 

Hexagon 

Nut Range 

(mm) 

Hexagon 

Nut Range 

(inch) 

Bolt Range 

 (mm) 
Bolt Range 

 (inch) 
Weight 

(kg) 

DNS 404 
 
 

DNS.B 404 119.6 796 75-105 2 15/16"-4 

1/4" 
M48-M72 1 7/8"-2 3/4" 50 

DNS 506 
 

DNS.B 506 203.4 1510 105-136 4 1/4"-5 3/8" M72-M95 2 3/4"-3 1/2" 96 

Nut 

Splitter  

Model 

Dimension (mm) 

A B C D E F 

DNS 404 379.5 192 99.5 130.5 183 34 

DNS 506 451 240 140 167.5 235 41 

ìĊõÿ½ºĊă ¿wÅÿ¾Ċý ûwúĊ£½j  
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Double Acting Hydraulic Nut Splitters- DNS 

 

½vºýw¤Åv $ üĊòþÅ ĈîĊõÿ½ºĊă ¾z ā¾Ąù¹ ÃwÅv¾z ć¿wÅì~¾ýv #  

½vºýw¤Åv $ üĊòþÅ ĈîĊõÿ½ºĊă ¾z ā¾Ąù¹ ÃwÅv¾z ć¿wÅÃ½Āæĉwă #  Double Acting Hydraulic Nut Splitters- DNS 

 



  

 

  

 

 

 

 

 

  

 

 

 

 

 

  

Load Cell Bolt Size 

Tool 

Load 

KN 

Effect  

Area 

□□  

Maximum 

Stroke 

mm 

Cylinder  

Retract 

Maximum 

Working  

Pressure 

Bar 

Weight 

Kg 
A 

 
 

B 

 

C D 

HSR 0 
3/4 " 

7/8 " 

M 20 

M 22 
160 1067 

10 
Manual retract 1500 2.5 66.8 

92.5 

92.5 

63 

63 

113.5 

113.5 

HSR 1 

1 " 

 

1 . 1/8 " 

M 24 

M 27 

M 30 

280 1867 

 

10 Spring retract 1500 3.7 85 

116.5 

116.5 

119.5 

68 

68 

76 

141.5 

141.5 

144.5 

HSR 2 

1" 

 

1.1/8" 

1.1/4" 

1/3/8" 

M 24 

M 27 

M 30 

M 33 

M 36 

450 3003 

 
 

10 

 
Spring retract 1500 5.5 103 

116.5 

116.5 

119.5 

122.5 

125.5 

75 

75 

80 

84 

88.5 

141.5 

141.5 

144.5 

147.5 

150.5 

 

HSR 3 

1.1/4" 

1.3/8" 

1.1/2" 

1.5/8" 

M 33 

M 36 

M 39 

M 42 

 

660 4400 

 
 

10 Spring retract 1500 7.5 118 

122.5 

125.5 

129 

132 

92 

96 

105 

104.5 

149.5 

152.5 

156 

159 

HSR 4 

1.1/2 " 

1.5/8 " 

1.3/4" 

1.7/8" 

2" 

 

 

 

M 39 

M 42 

M 45 

M 48  

 

1000 6669 

 

 

10 Spring retract 1500 11.5 140.5 

131.5 

134.5 

138 

141 

144 

112 

114 

126 

123 

128 

163.5 

166.5 

170 

173 

176 

HSR 5 

2" 

2.1/4" 

 

2.1/4" 

 

 

2.3/4" 

M 52 

M 56 

M 60 

M 64 

M 68 

M 70 

 

1500 10002 

 

 

 

10 Spring retract 1500 18.5 175.5 

148 

154.5 

154.5 

161 

161 

161 

167 

134 

148 

148 

153 

153 

153 

165 

187 

193.5 

195 

200 

200 

200 

206 

HSR 6 

2.3/4" 

3" 

 

3.1/4" 

3.1/2" 

M 72 

M 76 

M 80 

M 85 

M 90 

2500 16670 

 

 

10 Spring retract 1500 33 219 

167 

174 

174 

180 

180 

172 

182 

182 

190 

205 

216 

223 

223 

229 

235 

HSR 7 

3.1/2" 

 

3.3/4" 

4" 

M 90 

M 95 

M 100 

  

3200 21336 

 

 

10 

 
Spring retract 1500 47 252 

186 

186 

192 

199 

230 

230 

235 

242 

241 

241 

247 

254 

HSR 8 

4" 

 

4.1/4" 

4.1/2" 

M 105 

M 110 

M 115 

 

4100 27336 

 
 

10 Spring retract 1500 63.5 283 

199 

199 

205 

212 

255 

255 

260 

270 

264 

264 

270 

277 

Bolt Tensioner-HSR  

 

Èí ®Ċ~ 
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The following products are made to order   

¶ Subsea bolt Tensioner 

¶ Multi -stage bolt Tensioner 



Flange Spreader box 

 

  Tool and pump sets 

  The Hydraulic Flange spreader is availabes as sets 

 (pump,tool,gauge.gauge adaptor,couplers,hoses) 

  For your ordering convenience. 

  

 

  

 

 

 

 

 

   

   

   

  

 

 

   

   

   

    

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Model 

Maximum 

Spreading Force 

 (ton) 

Tip 

Clearance 

(mm) 

Maximum 

Spread 

(mm) 
Spreader Type 

Oil Capacity 

(cm3) 

Hand 

Pump 

model 

Weight 

(kg) 

SW-14H 14 6 86 Hydraulic 78 P392 7.1 

SW-8M 8 6 86 Mechanical - - 6.5 

SWP-14H 14 6 86 Integral Pump 78 - 9 

ìĊõÿ½ºĊă ¿wÅÿ¾Ċý ûwúĊ£½j  
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Flange Spreader- SW ćv āĀñ üí¿wz ªþöå 

¶ Requires very small access gap of only 6 mm 

¶ For maitenance,commissioning,shutdowns,testing 

and valve change outs. 

¶ No need for hammers,chisels,slings or chainblocks 

¶ lntegrated wedge concept : Friction-free,smooth 

and parallel wedge movement eliminates flange 

damage and risk of spreading arm failure. 

¶ Unique interlocking wedge design-no first step 

bending and risk of slipping out of joint. 

¶ Stepped spreader arm design-each step can spread 

under full load. 

¶ Max working pressure 700 bar 

 

Hydraulic SW-14H Mechanical SW-8M 

Two SW-14H 

spreaders used 

simultaneously 

With P392 

handpump,hoses 

And AM-21 

 split-flow manifold. 

Integral Pump SWP-14H 



  Tool and pump sets 

  Both flanges spreaders are available as sets 

 (pump,tool,gauge.gauge adaptor,couplers,hoses) 

  For your ordering convenience. 

Flange Spreader Matching Chart 

  

  

 

 

 

 

 

   

 

 

 

 

 

 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

ASA 

Raiting 

(bar) 

Pipe size (mm) 

SP-5H SP-10H 

10 127-508 558-1066 

20 63-355 406-711 

27 63-304 355-609 

35 63-254 304-508 

62 12-152 203-406 

103 12-88 101-203 

172 12-63 76-101 

Model 

Maximum 

Flange 

Thickness 

(mm) 

Stud 

Size 

(mm) 

Standard 

Wedge 

(mm) 

Capacity 

(ton) 
Stroke     

(mm) 

Hand 

Pump 

model 

Oil 

Capacity 

(cm3) 

SP-5H 2×57 19-28 3-28 5 38 P392 24.6 

SP-10H 2×92 31-41 3-28 10 54 P392 78.7 

Dimensions (mm) 

Model A B 
C 

D E F H I  J 
Weight 

(kg) Min  Max 

SP-5H 76 209 70 155 32 196 88 25 206 19 12 

SP-10H 108 279 104 216 50 152 114 38 273 31 18.5 

www.artimantools.com 6 

¶ Lightweight, ergonomic design for ease of use. 

¶ Adjustable jaw widths from 70-216 mm for a wide 

range of applications. 

¶ Single-acting, spring return RC-Series cylinder for 

fast trouble free operation. 

¶ Max working pressure 700 bar 

 

SP series 

ĈþĊ~ üí¿wz ªþöå Hydraulic Flange spreader- SP 



Hydraulic vertical lifting wedge box 

 

For Lifting heavy equipment with minimum 

floor clearance the LW-16H is the ideal tool. 

  

 

  

  

 

 

 

  

  

   

   

 

 

 

 

 

  

 

 

 

 

 

 

 

 

 

 

   

  

 

   

 

 

 

  

 

Model 

Maximum 

Lifting  

Force 

ton(KN) 

Lifting  

Stroke 

(mm) 

Tip  

Clearance 

(mm) 

Maximum 

Operating 

Pressure 
(bar) 

Oil 

Capacity 

(cm3) 

Hand 

Pump 

model 

 

 
(kg) 

LW -16H 16 ( 157) 21 10 700 78 P392 9.0 

ìĊõÿ½ºĊă ¿wÅÿ¾Ċý ûwúĊ£½j  
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¶ Maximum Lifting Force     

16 ton  

¶ Lifting Stroke 

21 mm 

¶ Maximum Operating Pressure 

700 bar 

¶ Tip Clearance / Maximum Spread 

10 mm / 81.5 mm 

 

LW Series 

 

¶ Requires very small access gap of only 10 mm. 
 

¶ Lifting force 16 ton at 700 bar hydraulic pressure. 
 

¶ Each step can spread under full load. 
 

¶ Straight vertical lifting .  
 

¶ Unique interlocking wedge design: no first step bending 

and risk of slipping out 
 

¶ Single-acting , spring return cylinder. 
 

¶ Lifting wedge LW -16H includes safety block & step blocks 

¶ Includes RC-Series Cylinder with CR-400 Coupler 

 

 āĀñĈîĊõÿ½ºĊă ć¹ĀúÝ ¾zđwz Hydraulic Vertical Lifting Wedge - LW 



 

Model 
Usable oil 

capacity (L) 

 

 

 

Pump type 

 
 

 
 

Valve type 

Size ( mm ) Pressure 

rating (bar) 

Oil 

displacement 

per stroke 

(mL) 
Weight 
 (Kg) 

A 

 

B 
 

C 
1st 

stage 

2st 

stage 

1st 

stage 

2st 

stage 

P392 1 
 

Two speed 
 

Single-acting 633 
 

90 

 

 

 

148 20 700 13 2.5 8 

P80 2.5 
 

Two speed 
 

Single-acting 713 
 

106 
 

200 20 700 13 2.5 12 

P80A 2.5 
 

Two speed 
 

Single-acting 582 
 

108 
 

165 25 700 32 2.5 11 

P801 4.4 
 

Two speed 
 

Single-acting 577 
 

220 
 

190 25 700 32 2.5 14.5 

P801E 6.4 
 

Two speed 
 

Single-acting 577 
 

220 
 

190 25 700 32 2.5 14.5 

P462 7.5 
 

Two speed 
 

Single-acting 904 
 

315 
 

315 25 700 125 5.75 30 

16P80 2 
 

Two speed 
 

Single-acting 577 
 

120 
 

170 15 1600 32 2.5 8.5 

28P80 2 
 

Two speed 
 

Single-acting 636 
 

120 
 

170 20 2800 32 0.9 8.5 

P84 2.5 
 

Two speed 
 

Double-acting 739 
 

125 
 
 

161 25 700 32 2.5 12 

P464 7.5 
 

Two speed 
 

Double-acting 904 
 

315 

 
 

315 25 700 125 5.75 30 

¶ wide oil capacity range, suitable for different applications  

¶ two speed auto switch reduces manpower and increase efficiency 

¶ non-conductive fiberglass handle for operator safety 

Pump series 
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P392 -P80 P80A P801-P801E 

P462-P464 16P80-28P80 P84 

Hand Pump ς P SERIES Ĉ¤Å¹ }ú~ 



VALVE WHEEL SPANNER SINGLE-END  

VALVE WHEEL SPANNER DOUBLE-END  

  

 

  

 

 

 

 ûwúĊ£½j ¢í¾É ćºĊõĀ£ ćwă Āõÿ ½w¯j  ¢õĀĄÅ ÿ Ĉþúĉv ¾¨ívº³ I Ăîöå wz ¾Ċñ½¹ È¸z ½¹ ĂþĊĄz ÿ āºÉ ĈÅºþĄù Ĉ³v¾Õ wz

 Ăz ½Ā£v¾~v Ăz  yĊÅj ówú¤³v ¹ĀÉ Ĉù ¦Ýwz Ĉ³v¾Õ üĉvÿ ¹¿wÅ Ĉù øăv¾å ½Ā£v¾~v ćv¾z v½ ć¹¾z½wíôévº³ ) ºÅ¾z 

 ćÁwĊõj ¹đĀå ¿v wă½w¯j üĉvđwz w£ ºý¾ĊòĊù ½v¾é āÂĉÿ Ĉ£½v¾³ ¡wĊöúÝ ¢´£ ÿ āºÉ Ă¤·wÅÿ ÷vÿ¹ I ÷wî´¤Åv ²ÖÅ üĉ¾£  óĀÕ

 ¢¸Å Ôĉv¾É ½¹ đwz ¡ÿwêù ÿ ¾£¾z ¢ĊæĊí āºþþí üĊúÒ£ ÇĀ« ûÿºz ÿ Ă¯½w îĉ ºĊõĀ£ ć½ÿwþå üĊþ°úă ) ºþÉwz Ă¤Év¹ v½ ¾úÝ

)¢Åv Ĉ¤ÞþÍ 

 5 wă óºù 

 óºùìĉ ¹½vºýw¤Åv ÀĉwÅ ÈÉ ½¹  5                                                                                ¾Å 

¹½vºýw¤Åv ÀĉwÅ ÿ¹ ½¹  5                                                                                  ¾Å ÿ¹ óºù 

                       ¹½v¹ ¹Ā«ÿ  ĈÉ½wæÅ ćwăÀĉwÅ wz ½w¯j ºĊõĀ£ ûwîùv. 

                      ) ¹½v¹ ¹Ā«ÿ ćÀöå ćwă Ă{Þ« ½¹ ½w¯j ôĉĀ´£ ûwîùv 

                   ) ¹½v¹ ¹Ā«ÿ ½w¯j Ă¤Å¹ ¢úÆé ½¹ ĈîĊ¤Åđ Èíÿ½ wz ôĉĀ´£ ûwîùv 

¶  āºÉ ā¹½Ā· IāºÉ ¹ÿºÆù ćwă Ă°ĉ½¹ û¹¾í ¿wzÿ¾Ċý ôévº³ wz āºÉ ¢æÅ º³ ¿v ÈĊz ÿ 

¶ ½Ā£v¾~v ¢Å¹ ćÿ¾Ċý Ăz ¢{Æý āºÉ ówúÝv ćÿ¾Ċý ć¾zv¾z ºþ¯ ÈĉvÀåv 

¶  yÅwþù ć¾Ċñ½¹ ôĊõ¹ Ăz üúĉv ÿ ¾§Āù ćÿ¾Ċý ówúÝv 

¶ äö¤¸ù ÜĉwþÍ ½¹ ÜĊÅÿ ¹¾z½wí  ÿ ¹đĀå IāwòÊĉđw~ I¿wñ ÿ ¢æý Ăöú« ¿v)))) ÿ ¡w¬ý ÿ ¹vºùv 

 

   

   

 

 

 

 

 

 

 

 

 

Spanner type 
D1 

(mm) 
D2 

(mm) 

W1 

(mm

) 

W2 

(mm) 
L 

(mm) 
Small Size 

(Inch) 

Large Size 

(Inch) 
Weight 

(kg) 

WS 2017-373-1610 16 20 32 44 370 1/2- 2 1-4 0.5 

WS 3835-630-2825 28 38 59 
 

71 630 3-8 7-12 1.6 

ìĊõÿ½ºĊă ¿wÅÿ¾Ċý ûwúĊ£½j  
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Āõÿ ½w¯j Valve wheel spanner 

 



 

   

  

Spanner type D (mm) W (mm) L (mm) 
Size 

(Inch) 
Weight 

(kg) 

WS 16-075-10 16 32 230 Up to 2 0.2 

WS 20-195-17 20 44 340 1-4 0.4 

WS 28-340-25 28 58 460 3-8 0.8 

WS 38-450-35 38 71 534 7-12 1.3 

WS 46-550-43 46 92 700 11-16 2.4 

WS 54-800-50 54 118 900 15-24 3.9 

WS38-450-35 
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7-12 inch 

2511530b02160004 

 

ûwúĊ£½j ºí 

ÀĉwÅ 

ºí ûv¾ĉv 

WS 46-550-43 

11-16 inch 

2511530b02160005 

ûwúĊ£½j ºí 

 ÀĉwÅ 

ºí ûv¾ĉv 

ûwúĊ£½j ºí 

 ÀĉwÅ 

ºí ûv¾ĉv 

15-24 inch 

2511530b02160006 

WS 54-800-50 

ûwúĊ£½j ºí ûwúĊ£½j ºí ûwúĊ£½j ºí 

ÀĉwÅ ÀĉwÅ ÀĉwÅ 

ºí ûv¾ĉv ºí ûv¾ĉv ºí ûv¾ĉv 

Āõÿ ½w¯j Valve wheel spanner 

 

WS 16-075-10 

Up to 2 inch 

2511530b02160001 

1-4 inch 

2511530b02160002 

WS 28-340-25 

2511530b02160003 

 

WS 20-195-17 

3-8 inch 



 

 

  

 

 

 

 

  

 
 

 

 

 

Dimensions (mm) 

size 
TN 

(Nm) 

nmax 

min-1 

D1 

D2 

min. 

D1 

max. 
D2 

max. 
A B C L  M1 M2 N1 N2 T R W 

J 

(Kgm2) 

m 

(Kg) 

145LL 250 4700 19 60 55 145 113.5 3.5 55 36 16.5 93 88 - 75 M8 0.016 8 

155LL 400 4400 19 65 60 155 123.5 3.5 60 41 21.5 100 95 - 80 M8 0.021 9 

175LL 630 3900 28 75 75 175 153.5 3.5 75 56 36.5 116 116 - 95 M10 0.04 14 

200LL 1000 3400 35 85 80 200 183.5 3.5 90 71 51.5 132 127 - 105 M10 0.071 21 

235LL 1600 2900 35 95 90 235 204 4 100 65 48 147 142 - 120 M12 0.175 34 

245LL 2500 2800 35 110 100 245 224 4 110 75 58 170 160 - 135 M12 0.235 42 

280LL 

SS 
3900 2450 

85 
35 

125 
85 

110 
85 

280 264 4 130 95 78 
195 
155 

180 
155 

- 145 M12 
0.43 
0.34 

56 
50 

315LL 

SS 
6100 2200 

100 
45 

140 
100 

125 
100 

315 304 4 150 115 98 
217 
180 

202 
180 

- 165 M12 
0.72 
0.59 

76 
71 

355LL 

SS 
9300 1950 

120 
75 

160 
120 

140 
120 

355 365.5 5.5 180 129 108 
248 
210 

228 
210 

- 190 M16 
1.53 
1.33 

119 
119 

385LL 

SS 
14000 1800 

130 
85 

180 
130 

160 
130 

385 405.5 5.5 200 149 128 
280 
230 

256 
230 

- 220 M16 
2.41 
1.95 

161 
150 

460LL 

SS 
21000 1500 

140 
95 

200 
160 

200 
160 

460 445.5 5.5 220 169 148 
290 
250 

290 
250 

- 232 M20 
4.35 
3.65 

220 
210 

510LL 

SS 
31000 1350 

160 
110 

220 
180 

220 
180 

510 487 7 240 162 144 
320 
280 

320 
280 

80 260 M20 
8.5 
7.6 

315 
310 

575LL 

SS 
45000 1200 

160 
125 

230 
190 

230 
190 

575 527 7 260 182 164 
330 
290 

330 
290 

85 300 M24 
12.9 
11.8 

410 
385 

670LL 

SS 
65000 1100 

180 
140 

260 
210 

260 
210 

670 587 7 290 212 194 
365 
325 

365 
325 

95 320 M24 
23.5 
21.5 

560 
540 
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ìĊõÿ½ºĊă ¿wÅÿ¾Ċý ûwúĊ£½j  

äÖÞþù ½v¹ ÇĀz ðþĊö~Āí Flexible Coupling 



 

 

 

  

 

 

 

 

 

 

 

 

  

  

 

 

 

 

 

 

 

  

 

 

 

 

Dimensions (mm) 

GAP M J H F D C B A 

Weight 

with no  

bore (kg) 

Min 

Bore 

Max 

Bore 

Allow 

speed 

RPM 

Torque 

Rating 

(Nm) 
size 

3 51 38.9 14 83.8 68.6 43 89 115.9 4.54 13 50 8000 1140 1010G 

3 61 47.8 19 105.2 86.4 49 102 152.4 9.07 20 65 6500 2350 1015G 

3 77 59.4 19 126.5 105.2 62 127 177.8 15.9 26 78 5600 4270 1020G 

5 92 71.6 21.8 154.9 130.6 77 159 212.7 29.5 32 98 5000 7470 1025G 

5 107 83.8 21.8 180.3 152.4 91 187 239.7 43.1 39 111 4400 12100 1030G 

6 130 97.5 28.4 211.3 177.8 106 219 279.4 68.0 51 134 3900 18500 1035G 

6 145 111.3 28.4 245.4 209.6 121 247 317.5 97.5 64 160 3600 30600 1040G 

8 166 122.9 28.4 274.1 235 135 278 346.1 136 77 183 3200 42000 1045G 

8 183 140.7 38.1 305.8 254 153 314 388.9 191 89 200 2900 56600 1050G 

8 204 158.0 38.1 334.3 279.4 168 344 425.4 249 102 220 2650 74000 1055G 

8 229 169.2 25.4 366 304.8 188 384 457.2 306 115 244 2450 90400 1060G 

10 267 195.6 28.4 424.9 355.6 221 451 527 485 127 289 2150 135000 1070G 

ćv āºý¹ ðþĊö~Āí Gear Coupling 
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Dimensions (mm) 
 
 
 

A B C D E F R 

129 167 90 131 51 73 25 

167 218 121 170 68 98 34 

223 293 163 211 92 135 46 

247 323 192 236 100 141 54 

329 432 240 288 137 204 66 

 

     Model 

     Number 

Torque capacity Square 

drive size 

Weight 

including 

reaction foot 

(Kg) 

Nm at 700 bar Ibf.ft at 10,000 psi 

     SDT17N 1727 1254 3/4 " 1.9 

 SDT45N 4529 3289 1 " 4.8 

SDT100N 10064 7308 1 1/2 " 9.0 

SDT150N 14974 10873 1 1/2 " 15.0 

SDT370N 36992 26860 2 1/2 " 32.5 

ìĊõÿ½ºĊă ¿wÅÿ¾Ċý ûwúĊ£½j  
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ĈÆîz ĈîĊõÿ½ºĊă ë¾£ ½w¯j 

 

¶ Compact,lightweight aluminium body construction 

¶ Output torque capacities from 1727 to 36992 Nm  

¶ Choice of square drive sizes from 3/4" to 2 1/2 " 

¶ Reversible square drive for tightening or loosening 

applications 

¶ Multi -position reaction arm with safety lock feature 

¶ Fitted with 360° uni-swivel quick release couplings for 

easy positioning of hydraulic hoses during operation 

¶ High quality torque wr ench sockets for use with SDT 

Range hydraulic wrenches are listed on pages 14 and 15 

¶ Optional allen hex drives available from 1/2" to 2 1/4" 

and 14 to 60 mm ( see page 15) 

 

SDT / SQURE DRIVE TORQUE  WRENCHES 
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IS-IMPERIAL HEXAGON AF SIZE HEAVY DUTY SOCKETS ìĊõÿ½ºĊă ćwă ½w¯j Äîz  $ ĈÞöÑ ÈÉ(®þĉv º³vÿ ÃwÅv¾z #  



  

  ìĊõÿ½ºĊă ¿wÅÿ¾Ċý ûwúĊ£½j  
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MS-METRIC HEXAGON AF SIZE HEAVY DUTY SOCKETS ìĊõÿ½ºĊă ćwă ½w¯j Äîz  $ ĈÞöÑ ÈÉ( º³vÿ ÃwÅv¾z# ¾¤úĊöĊù  



¶ Imperial allen hex drives from 1/2" to 2 1/4" 

and metric allen hex drives from 14 to 60 mm 

¶ Extended length arms with choice of length 

¶ Handle kits for SDT to allow user to better 

support the tools during operation  

 

 

 

  

 

 

  

 

  

  

 

 

 

 

  

  

 

For tool 

Model number 

Imperial allen hexagon drive adaptors Metric allen hexagon drive adaptors 

Model 

number 

Hexagon 

size 

Maximum torque 

     Load ( Nm) 

Model 

     number 

Hexagon 

       size 

Maximum torque 

     Load ( Nm) 

 

 

SDT17N 

IH17N-008 

IH17N-010 

IH17N-012 

IH17N-014 

IH17N-100 

1/2" 

5/8" 

3/4" 

7/8" 

1"  

470 

930 

1600 

1700 

1700 

MH17N-14 

MH17N-17 

MH17N-19 

MH17N-22 

MH17N-24 

14 mm 

17 mm 

19 mm 

22 mm 

24 mm 

740 

1350 

1612 

1700 

1700 

 
 

 

SDT45N 

IH45N-010 

IH45N-012 

IH45N-014 

IH45N-100 

IH45N-102 

IH45N-104 

5/8" 

3/4" 

7/8" 

1"  

1 1/8" 

1 1/4" 

930 

1600 

2550 

3800 

4500 

4500 

MH45N-17 

MH45N-19 

MH45N-22 

MH45N-24 

MH45N-27 

MH45N-32 

17 mm 

19 mm 

22 mm 

24 mm 

27 mm 

32 mm 

1100 

1600 

2550 

3700 

3900 

4500 

 
 

 

SDT100N 

IH100N-014 

IH100N-100 

IH100N-102 

IH100N-104 

IH100N-106 

IH100N-108 

7/8" 

1"  

1 1/8" 

1 1/4" 

1 3/8" 

1 1/2" 

1890 

3800 

5440 

7400 

9920 

10000 

MH100N-22 

MH100N-24 

MH100N-27 

MH100N-30 

MH100N-32 

MH100N-36 

22 mm 

24 mm 

27 mm 

30 mm 

32 mm 

36 mm 

2480 

3700 

4650 

6380 

7625 

10000 

 

 

SDT150N 

IH150N-104 

IH150N-106 

IH150N-108 

IH150N-110 

IH150N-112 

1 1/4" 

1 3/8" 

1 1/2" 

1 5/8" 

1 3/4" 

7400 

9900 

15000 

15000 

15000 

MH150N-30 

MH150N-32 

MH150N-36 

MH150N-41 

MH150N-46 

30 mm 

32 mm 

36 mm 

41 mm 

46 mm 

7000 

7500 

10900 

15000 

15000 

 
 

 

SDT370N 

IH370N-108 

IH370N-110 

IH370N-112 

IH370N-114 

IH370N-200 

IH370N-204 

1 1/2" 

1 5/8" 

1 3/4" 

1 7/8" 

2"  

2 1/4 " 

12900 

16300 

20400 

25100 

30600 

37000 

MH370N-36 

MH370N-41 

MH370N-46 

MH370N-50 

MH370N-55 

MH370N-60 

36 mm 

41 mm 

46 mm 

50 mm 

55 mm 

60 mm 

10000 

16300 

22500 

30600 

37000 

37000 

Diameter B Length A Extended reaction 

arms model 

Removable 

Handle kits 
For tool 

Model number mm inch mm inch 

44.5 

44.5 

44.5 

1 3/4" 

1 3/4" 

1 3/4" 

533 

610 

914 

21" 

24" 

36" 

ERA17-21 

ERA17-24 

ERA17-36 

 

- SDT17N 

63.5 

63.5 

63.5 

2 1/2" 

2 1/2" 

2 1/2" 

533 

610 

914 

21" 

24" 

36" 

ERA45-21 

ERA45-24 

ERA45-36 

 

TSH45 SDT45N 

88.9 

88.9 

88.9 

3 1/2" 

3 1/2" 

3 1/2" 

533 

610 

914 

21" 

24" 

36" 

ERA100-21 

ERA100-24 

ERA100-36 

 

TSH100 SDT100N 

88.9 

88.9 

88.9 

3 1/2" 

3 1/2" 

3 1/2" 

533 

610 

914 

21" 

24" 

36" 

ERA150-21 

ERA150-24 

ERA150-36 

 

TSH150 SDT150N 

120.6 

120.6 

120.6 

4 3/4" 

4 3/4" 

4 3/4" 

533 

610 

914 

21" 

24" 

36" 

ERA370-21 

ERA370-24 

ERA370-36 

 

TSH370 SDT370N 
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SDT / ACCESSORIES  ĈÆîz ìĊõÿ½ºĊă ½w¯j Ĉ{ýw« ÷¿vĀõ 



Above selection table is for drive unit only . Rachet head to be ordered separately see pages 18 and 19 . 

Weight as stated is drive cylinder only,exact radius size R varies according to ratchet AF size selected. 

  

 

Model 

number 

Torque capacity Hexagon AF Size  
 

Weight 

(kg) 

 

Dimensions ( mm ) 
Nm at 

700 bar 

Ibs.ft at 

10,000 

psi 

 

Metric  

 

Imperial   

A 

 
 

B 

 

C 

 

D 

 

E 

 

F 

 

G 
R 

min 

R 

max min max min max 
 

HDT27N 
2625 

3068 

1906 

2228 

24 

50 

46 

60 

1 1/16" 

2"  

1 13/16" 

2 3/8" 

1.4 

1.4 

193 

193 

125 

136 

97 

108 

32 

32 

51 

51 

54 

54 

109 

109 

9.5 

10.1 

12.2 

10.5 
 

HDT54N 
5372 

6037 

3901 

4384 

36 

70 

65 

80 

1 7/16" 

2 3/4" 

2 9/16" 

3 1/8" 

2.3 

2.3 

250 

250 

158 

169 

125 

136 

41 

41 

64 

64 

73 

73 

137 

137 

10.7 

11.7 

13.8 

14.6 
 

HDT120N 
11737 

14349 

8522 

10419 

50 

85 

80 

100 

2 3/16" 

3 1/2" 

3 1/8" 

3 7/8" 

3.8 

3.8 

310 

310 

189 

214 

157 

182 

52 

52 

78 

78 

92 

92 

172 

172 

14.7 

15.9 

15.2 

18.7 
 

HDT210N 
21216 

23124 

15405 

16791 

70 

105 

100 

115 

2 3/4" 

4 1/4" 

3 7/8" 

4 5/8" 

6.4 

6.4 

378 

378 

223 

236 

191 

204 

64 

64 

97 

97 

114 

114 

213 

213 

18.1 

18.3 

18.6 

20.7 
 

HDT430N 
43792 

48181 

31798 

34985 

80 

130 

115 

175 

3 1/8" 

5"  

4 5/8" 

6 7/8" 

16.1 

16.1 

405 

425 

291 

309 

242 

260 

83 

83 

93 

93 

146 

146 

267 

267 

25.6 

24.8 

31.3 

27.3 

ìĊõÿ½ºĊă ¿wÅÿ¾Ċý ûwúĊ£½j  
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HDT430N (steel body ) All models HDT27N,HDT54N,HDT120N,HDT210N 

(aluminium body ) 

 

 

¶ Lightweight,high grade aluminum body ( excluding HDT430N ) 

¶ Output torque capacities from 2625 to 48181 Nm. 

¶ Low profile design for direct in-line reaction. 

¶ Narrow cassette head design makes it ideal for limited access applications. 

¶ Ratchet head can be easily changed by simply with drawing/inserting a single pin . 

¶ Imperial ratchet heads are available with across flat ( AF sizes ) sizes from 1 1/16" to 6 6/8" ( page 18 )  

¶ Metric ratchet heads are available with across flat ( AF sizes ) sizes from 24" to 175" ( page 19 )  

¶ All models except the HDT430  are fitted with a multi -directional 360° x 360° swivel . HDT430N is fitted 

with a multi -directional 360° x 180° swivel.Both swivel are fitted with quick release couplings , and the 

multi -directional features enable easy positioning of hydraulic hoses during operation,preventing 

damage from pinching or kinking. 

Torque capacities up to 48181 Nm 
 

Torque accuracy of  +/- 3% 
 

Working pressure 700 bar 

 

Ĉ¤Åwí ĈîĊõÿ½ºĊă ë¾£ ½w¯j HDT /HEXAGON DRIVE TORQUE WRENCHES 



 

 

  

IMPERIAL RATCHET HEAD SELECTION TABLE  

Bolt 

size 

Nut 

AF 

size 

For HDT27N For HDT54N For HDT120N For HDT210N For HDT430N 

Model 

number 

R  

mm 

 

Wt 

kg 
Model 

number 

R 

mm 

 

Wt 

kg 
Model 

number 

R 

mm 

 

Wt 

kg 
Model 

number 

R 

mm 

 

Wt 

kg 

Model 

number 

R 

mm 

Wt 

kg 

5/8" 1 1/16" H27-1.1/16 10.4 1.5             

3/4" 1 1/4" H27-1.1/4 9.7 1.6             

7/8" 1 7/16" H27-1.7/16 9.8 1.6 H54-1.7/16 13.5 2.9          

1" 1 5/8" H27-1.5/8 10.0 1.6 H54-1.5/8 10.8 2.8          

1 1/8" 1 13/16" H27-1.13/16 10.5 1.7 H54-1.13/16 10.7 2.9          

1 1/4" 2" H27-2 10.5 1.7 H54-2 11.7 3.0          

1 3/8" 2 3/16" H27-2.3/16 10.3 1.8 H54-2.3/16 11.8 3.1 H120-2.3/16 14.7 6.1       

1 1/2" 2 3/8" H27-2.3/8 10.5 1.8 H54-2.3/8 11.8 3.2 H120-2.3/8 14.8 6.4       

1 5/8" 2 9/16"    H54-2.9/16 11.6 3.3 H120-2.9/16 14.8 6.4       

1 3/4" 2 3/4"    H54-2.3/4 11.8 3.4 H120-2.3/4 14.9 6.5 H210-2.3/4 18.3 12.1    

1 7/8" 2 15/16"    H54-2.15/16 14.8 3.5 H120-2.15/16 14.9 6.5 H210-2.15/16 18.3 12.2    

2" 3 1/8"    H54-3.1/8 12.1 3.5 H120-3.1/8 15.1 6.5 H210-3.1/8 18.5 12.3 H430-3.1/8 26.0 23.2 

2 1/4" 3 1/2"       H120-3.1/2 16.9 7.9 H210-3.1/2 19.3 12.4 H430-3.1/2 26.8 23.9 

2 1/2" 3 7/8"       H120-3.7/8 19.6 8.5 H210-3.7/8 19.5 12.5 H430-3.7/8 26.5 25.7 

2 3/4" 4 1/4"          H210-4.1/4 19.5 13.3 H430-4.1/4 26.9 26.1 

3" 4 5/8"          H210-4.5/8 19.3 13.8 H430-4.5/8 25.9 26.3 

3 1/4" 5"             H430-5 27.4 27.9 

3 1/2" 5 3/8"             H430-5.3/8 25.8 28.3 

3 3/4" 5 3/4"             H430-5.3/4 24.8 29.3 

4" 6 1/8"             H430-6.1.8 25.0 30.1 

4 1/4" 6 1/2"             H430-6.1/2 25.0 31.0 

4 1/2" 6 7/8"             H430-6.7/8 27.3 31.8 
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H-IMPERIAL HEXAGON AF RATCHET HEADS  ¢¯½ ćwă ½w¯jìĊõÿ½ºĊă  Ĉ¤Åwí $®þĉv º³vÿ ÃwÅv¾z #  

 

Choice of standard imperial sizes 
 

Easily fitted to HDT drive units 
 

High grade steel construction 

 



 

  

METRIC  RATCHET HEAD SELECTION TABLE  

Bolt 

size 

Nut 

AF 

size 

For HDT27N For HDT54N For HDT120N For HDT210N For HDT430N 

Model 

number 

R  

mm 

 

Wt 

kg 
Model 

number 

R 

mm 

 

Wt 

kg 
Model 

number 

R 

mm 

 

Wt 

kg 
Model 

number 

R 

mm 

 

Wt 

kg 

Model 

number 

R 

mm 

Wt 

kg 

16 24 H27-24 12.1 1.5             

18 27 H27-27 10.4 1.5             

20 30 H27-30 10.7 1.6             

22 32 H27-32 9.5 1.6             

24 36 H27-36 10.1 1.6 H54-36 13.8 2.9          

- 38    H54-38 12.6 2.8          

27 41 H27-41 10.1 1.6 H54-41 10.9 2.8          

30 46 H27-46 10.5 1.7 H54-46 10.7 2.9          

33 50 H27-50 10.4 1.7 H54-50 12.1 3.0 H120-50 15.2 5.8       

36 55 H27-55 10.1 1.8 H54-55 12.1 3.1 H120-55 15.0 6.1       

39 60 H27-60 10.5 1.8 H54-60 12.0 3.2 H120-60 15.0 6.4       

42 65    H54-65 11.7 3.3 H120-65 14.9 6.4       

45 70    H54-70 11.7 3.4 H120-70 14.8 6.5 H210-70 18.2 12.1    

48 75    H54-75 14.6 3.5 H120-75 14.7 6.5 H210-75 18.1 12.2    

52 80    H54-80 11.7 3.5 H120-80 14.7 6.5 H210-80 18.1 12.3 H430-80 25.6 23.2 

56 85       H120-85 16.4 7.8 H210-85 18.2 12.4 H430-85 29.0 24.0 

60 90       H120-90 16.2 7.9 H210-90 18.6 12.4 H430-90 31.3 26.0 

64 95       H120-95 15.9 7.9 H210-95 18.6 12.5 H430-95 28.5 25.8 

68 100       H120-100 18.7 8.5 H210-100 18.6 12.5 H430-100 25.6 25.6 

72 105          H210-105 18.4 12.9 H430-105 28.6 26.5 

76 110          H210-110 18.3 13.3 H430-110 25.7 26.2 

80 115          H210-115 20.7 13.8 H430-115 27.3 26.4 

90 130             H430-130 25.6 27.3 

- 135             H430-135 26.6 28.3 

100 145             H430-145 25.4 29.4 

110 155             H430-155 25.0 30.1 

115 165             H430-165 25.0 31.0 

- 175             H430-175 27.3 31.8 

ìĊõÿ½ºĊă ¿wÅÿ¾Ċý ûwúĊ£½j  

 ¢¯½ìĊõÿ½ºĊă ćwă ½w¯j  Ĉ¤Åwí $ º³vÿ ÃwÅv¾z# ¾¤úĊöĊù  

 

H-METRIC HEXAGON AF RATCHET HEADS 

Choice of standard metric sizes 
 

Easily fitted to HDT drive units 
 

High grade steel construction 
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BW/BACKUP WRENCHES Ĉ¤Ê~ ā¾Ąù āºý½vºĄòý ½w¯j  

Sutiable for use with SDT & HDT wrenches 
 

Interchangeable hexagon links 
 

Positive release mechanism 

 

 

¶ Prevents back nut rotation during torque tightening 

applications 

¶ Heavy duty industrial construction with ergonomic grip 

for safe and easy operation 

¶ T-Bar desing adjustable reaction point prevents lock up 

once tightening is completed  

¶ Standard imperial and metric female hexagon links 

available 
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IB-IMPERIAL HEXAGON AF SIZE REDUCER BUSHES 
  Ĉ¤Åwí ìĊõÿ½ºĊă ½w¯j āºþă¹ Èăwí ÇĀz 

 
ĈÞöÑ ÈÉ $(# ®þĉv º³vÿ ÃwÅv¾z 

 

For HDT27N For HDT54N For HDT120N For HDT210N For HDT430N 

 

¶ Economical solution of reducing femal hexagon AF size of HDT 

imperial ratchet head 

¶ Select the outside AF size (i.e. ratchet hea AF size) and required 

inside AF size to determine the IB model number. 
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MB-METRIC HEXAGON AF SIZE REDUCER BUSHES 
  Ĉ¤Åwí ìĊõÿ½ºĊă ½w¯j āºþă¹ Èăwí ÇĀz 

 
ĈÞöÑ ÈÉ $( º³vÿ ÃwÅv¾z¾¤úĊöĊù #  

 

For HDT27N For HDT54N For HDT120N For HDT210N For HDT430N 

 

¶ Economical solution of reducing femal hexagon AF size of HDT 

metric ratchet head 

¶ Select the outside AF size (i.e. ratchet hea AF size) and required 

inside AF size to determine the MB model number. 

 



  

 

     Model 

     number 

Square 

drive  
Hexagon  

AF size 

Maximum 

Torque ( Nm) 

Maximum 

Torque  

( lbf.ft) 

Suitable for  

Weight ( kg) 

 
Drive cylinder Ratchet head 

SDC27-1 1" 1 13/16" 3068 2263 HDT27N H27-1.13/16 1.1 

SDC27-M 1" 46 mm 3068 2263 HDT27N H27-46 1.1 

SDC54-1 1 1/2" 2 9/16" 6037 4453 HDT54N H54-2.9/16 3.0 

SDC54-M 1 1/2" 65 mm 6037 4453 HDT54N H54-65 3.0 

SDC120-1 1 1/2" 3 1/8" 14349 10583 HDT120N H120-3.1/8 4.4 

SDC120-M 1 1/2" 80 mm 14349 10583 HDT120N H120-80 4.4 

SDC210-1 2 1/2" 3 7/8" 23124 17055 HDT210N H210-3.7/8 9.1 

SDC210-M 2 1/2" 100 mm 23124 17055 HDT210N H210-100 9.1 

ìĊõÿ½ºĊă ¿wÅÿ¾Ċý ûwúĊ£½j  
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 ìĊõÿ½ºĊă ½w¯j Ĉ{ýw« ÷¿vĀõĈ¤Åwí  HDT / ACCESSORIES 

Choice of 1" , 1 1/2" or 2 1/2" Square drive sizes 
 

Suitable for HDT range ( excluding HDT430N) 
 

Easily fitted,no special tools required 

 

 

 

SQUARE DRIVE CONVERSION KITS  

¶ Converts HDT female hexagon drive torque wrench into a standard square drive wrench 

¶ Kits comprises of reaction foot and standard hexagon AF to square drive adaptor. 

 

When ordering SDC conversion kits,check to ensure that you already have the required size of ratchet head . 



  

 

     Model 

     number 

Dimensions (mm) 

Length ( A ) Length ( B ) Height ( C )  Width ( D ) 

ERA27-20 499 525 45 50 

ERA54-20 513 535 55 65 

ERA120-21 527 550 75 85 

ERA210-21 545 588 95 95 

ERA430-22 565 628 120 120 

 

     Model 

     number 

Model number Hex key to fit handle kit 

HDT54N TSH54 4 mm 

HDT120N TSH120 5 mm 

HDT210N TSH210 6 mm 

HDT430N TSH430 8 mm 
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EXTENDED REACTIONS ARMS  

¶ Offers in-line reaction outside of the standard range of reaction points for HDT wenches. 

¶ Increased accessibilitty for applications in confined spaces 

 

 ìĊõÿ½ºĊă ½w¯j Ĉ{ýw« ÷¿vĀõĈ¤Åwí  HDT / ACCESSORIES 

Lightweight aluminium alloy construction 
 

Extended length arms with choice of length 
 

Handle kits for HDT to allow user to better 

support the tools during operation . 

 

 



¶ Drive                               Electric 

¶ Tank capacity                8L 

¶ Flow (low-mid-High)    7-1.6-0.8 L/min 

¶ Output preasure           40~700 bar 

¶ Source of power            220v/50 HZ 

¶ Power                             1.1 KW 

¶ Weight                            26.7 kg 

¶ Volume                           300×375×458 

 

¶ Compact automatic three stage flow,max efficiency. 

¶ Applicable on both one or two wrenches simultaneously. 

¶ Aluminum oil tank with oil gauge and thermometer. 

¶ Have Ø100 high pressure gauge. 

¶ Infinitely variable pressure adjusment between 40~700 bar. 

¶ With the high efficiency radiator the pump can work  24 dirtct hours. 

¶ Can changes the motor to fit the different current around the word . 

¶ Pressure adjustor , pressure relief valve . 

¶ Pressure relief Button,it can release the pressure in system in the case of pump stopped. 

 

¶ Drive                               Electric 

¶ Oil  available                  8L,13L 

¶ Flow ( low-hight)            5.5/7.2-0.8 L/min 

¶ Double acting ( pressure hold) 

¶ Source of power            220v/50 HZ 

¶ Power                             1.1 KW 

¶ Max pressure                700 bar 

 

 

¶ Double-speed designed ,infinitely variable pressure adjustment between 0-700 bar. 

¶ MP-series electric hydraulic pumps suits to a wide variety of industrial ana application fieldsto 

work as lifting ,pushing,pulling bending,pressing,punching and many other application .it is 

economical and durable power source. 

  
ìĊõÿ½ºĊă ¿wÅÿ¾Ċý ûwúĊ£½j  
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Ĉé¾z ìĊõÿ½ºĊă }ú~ ìĊõÿ½ºĊă ½w¯j ËĀÎ¸ù  KLW4000 Electric Pump for torque wrenches 

FP-4 ( Optional ) 

Order : KLW4000 -FP-4 

  Ĉé¾z ìĊõÿ½ºĊă }ú~   MP SERIES Electric Pumps 



 

  

Model 

Maximum  

Force  

ton 

Stroke 

(mm) 

Maximum 

Operating 

Pressure 
(bar) 

Oil 

Capacity 

(cm3) 

 

 
(kg) 

HFW-3025 22 72 240 362 34.5 

Blade  

Number 

Dimensions ( mm ) 

A B C L1 L2 L3 D W 

AR320117 \ 320109 27 40 71 11 55 167 16° 49 

AR320105 \ 320113 8.5 13 37 3 20 90 16° 28 
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Hydraulic foundry Wedge v½ üîÉ āwòăĈîĊõÿ½ºĊă 

ă üîÉ āwòăv½ ¿v ā¹wæ¤Åv wzĊ ć¾ñ Ă¤¸ĉ½ ôĊ¤ív¹ ûº¯ ÿ ć¹đĀå ¡wÞÖé āwñ āv½ ć¿wÅvº« ûwúĊ£½j ¢í¾É ćºĊõĀ£ ĈîĊõÿ½º

  ) ¹¾ĊòĊù ÷w¬ýv óĀÎ´ù Ăz yĊÅj ûÿºz ÿ Ĉ¤³v½ Ăz āºÉ 

) ¢Åv ½ÿºêù ĈÉ½wæÅ ¹wÞzv wz āĀñ ºĊõĀ£ ûwîùv 

  ) ¢Åv ½ÿºêù ĈÉ½wæÅ ûvĀ£ wz üîÉ āwñ āv½ ºĊõĀ£ ûwîùv 


